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- GENERAL ARCHITECTURAL NOTES:
5 1 AO1 COVER SHEET, GENERAL NOTES, KEYPLAN,
., . THE CONTRACTOR SHALL INSPECT THE SITE, STUDY EXISTING CONDITIONS, REVIEW DRAWINGS AND SPECIFICATIONS.
S © 2.  CONTRACTOR SHALL ADIUST FOR ACTUAL FIELD CONDITIONS AT NO ADDITIONAL EXPENSE TO THE OWNER. >_|_IOE >Zomm >ZU >_||_|m mz > _ _H m
- 3. CONTRACTOR SHALL TAKE ALL MEASUREMENTS FOR THE WORK AND BE RESPONSIBLE FOR SAME. COORDINATE THE WORK
3 E AND SHOP DRANINGS WITH ALL OTHER TRADES AFFECTED AND MAKE ANY NECESSARY OFFSETS TO CONCEAL PIPING AND
o DUCTIWORK AND TO CLEAR EQUIPMENT, STRUCTURAL MEMBERS AND OTHER OBSTRUCTIONS.
) 4. ALL UTILITIES AND SERVICES SHALL BE KEPT IN CONTINUOUS OPERATION UNLESS WRITTEN PERMISSION 15 OTHERWISE GRANTED
S BY THE OWNER. TEMPORARY ALTERATIONS AND CONNECTIONS REQUIRED BY THIS CONTRACT SHALL BE MADE 50 THAT ALL ..
BUILDING SERVICES ARE MAINTAINED WITH MINIMUM INTERRUPTION. SCHEDULE ALL ELECTRICAL/MECHANICAL OUTAGES T DAYS A w_<__
IN ADVANCE WITH THE OWNER.
~ 5. PROTECT ALL WORK, MATERIALS AND EQUIPMENT. CAP OR PLUG TEMPORARY OPENINGS. DELIVER ALL WORK TO THE OWNER
CLEAN AND IN GOOD CONDITION.
6. ALL OCCUPIED WORK AREAS, BUILDING CORRIDORS AND EXTERIOR AREAS SHALL BE KEPT CLEAR OF DEBRIS. CUTTING AND y
PATCHING OF EXISTING WALLS, FLOORS OR CEILINGS REQUIRED BY NEW WORK SHALL INCLUDED AS WORK ~ PROVIDED UNDER N O L_ |_|O TO mc m<m<
THIS CONTRACT.
7. CUTTING SHALL BE DONE WITH CARE 50 AS NOT TO DAMAGE EXISTING EQUIPMENT, CONNECTIONS, CONTROLS, ETC. DAMAGE w OL N _uwmzo< >_| 1_| >Z
2 CAUSED BY SUCH CUTTING SHALL BE REPLACED OR REPAIRED TO ORIGINAL CONDITION BY CONTRACTOR AT NO COST TO THE .
Ve PHASE ONE ONNER.
X -SHELTER NIO3 WORK (EXCEPT FOR REMOVAL OF THE EXISTING 8. ALL MATERIALS AND EQUIPMENT SHALL BE NEW, OF THE BEST QUALITY AND FREE FROM DEFECTS. L. Ok m Qm >D_ ZQ 1_| >Z
— B VESTIBULE NIO2 SWINGING DOOR AND PORTION OF CONCRETE SLAB 4. MANUFACTURER AND MODEL NUMBERS SPECIFIED ESTABLISH THE TYPE AND QUALITY REGUIRED. .
Z IN PHASE THREE) 10.  ALL WORK SHALL COMPLY WITH APPLICABLE REGULATIONS, CODES AND ORDINANCES, 4
3 T -NIO2 VESTIBULE WORK AS REQUIRED FOR NEW DOOR NIO3 . THE CONTRACTOR SHALL PERFORM ALL TESTS AS SPECIFIED OR AS NECESSARY TO DEMONSTRATE A COMPLETE AND mlv O b. _U ><_ ZQ 1_| >Z
o T LAND. -PERGOLA NIO4 SATISFACTORY INSTALLATION. :
o SR { > -STAMPED/ STAINED CONCRETE PATIO (EXCEPT DIRECTLY ADJACENT 2. ALL EXPOSED PENETRATIONS MADE THROUGH EXISTING ROOFS, FLOORS, AND WALLS SHALL BE PATCHED WITH LIKE
2 o AT TO SHELTER NIO5) MATERIALS TO MATCH THE SURROUNDING SURFACES.
o SRR SHELTER -WINDOW WELL GUARDRAIL GR-| 3.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING MATERIALS RESULTING FROM WORK UNDER THIS
I 2 NIOS -FREESTANDING LAMPPOSTS ADJACENT TO CONCRETE PATIO CONTRACT AND SHALL RESTORE SUCH TO ITS ORIGINAL CONDITION. ]
o PATIO -ROOF EQUIPMENT, PIPING AND WIRING WORK 4.  INSTALL THE SPECIFIED FIRE STOPPING (SLEEVES, WRAP, CONDUIT, ETC.) AT RATED CONSTRUCTION. >—..0—:._._”m0._nc_\ m._
G © A, FIRE STOP ALL PENETRATIONS WHERE NEW DEVICES/LINES RELOCATING EXISTING DEVICES/LINES PENETRATING
£ M PHASE TNO B FLOORS, CEILINGS AND OTHER RATED BARRIERS.
® [T 11| REMOVE FORTION OF EXISTING RAMP AND FORTION OF LANDING 3_._mmm_.n>4mmo_mmm>wﬂmo_m mw_._. NEWLY CREATED PENETRATIONS WHERE EXISTING DEVICES/LINES PENETRATE FLOOR, CEILINGS AND
o) A .
D S TR v RIS s oo 1o oresunt et o v 6 Si1  FOUNDATION PLAN, FRAMING PLAN, DETAILS
P PATIO PERGOLA _REMAINDER OF NEW CONCRETE PATIO CONNECTION TO EXISTING - 6.  ALL GYPSUM BOARD SHALL BE TYPE 'X' FIRE CODE GYPSUM BOARD OR AS INDICATED ON DRAWINGS.
NIO4 SHELTER NIO5 CONCRETE LANDING 1.  PROVIDE WOOD BLOCKING OR 16 GA. METAL BACKING PLATES IN ALL WALLS TO RECEIVE EQUIPMENT, SHELVING AND >ZU Z O m
\m\ ACCESSORIES. DOOR STOPS AND OTHER ITEMS REQUIRING REINFORCEMENT. _ _H
% TPHASE THREE 1&.  ALL ITEMS AND DEVICES, SUCH AS COVER PLATES, SWITCH PLATES, CONVENIENCE OUTLETS, DOOR STOPS AND OTHER FINISH
; - HARDWARE, ETC., SHALL BE REMOVED AND REINSTALLED AS PART OF THE REFINISHING OF EXISTING WALLS INDICATED TO
FIRST FLOOR WINDON WELL NINDOW WELL 4| -REMAINDER OF SHELTER NIO3 WORK (INCLUDING COLUMN 4D WALL REMAIN,
- | FURRING AND CONCRETE SLAB) 4.  THE CONTRACTOR SHALL WORK WITH THE CONDITIONS AS THEY EXIST AT THE SITE. ALL ABOVE CEILING CONDITIONS SHALL
g o~ SOGE -CONCRETE SIDEWALK. AND RAMP AT WEST END OF PROJECT AREA BE REVIEWED, AND MODIFICATIONS IDENTIFIED, COORDINATED AND INCORPORATED INTO THE SHOP DRAWING PROCESS. > —J ._” ._” _
o 2 -REMOVAL OF THE EXISTING VESTIBULE NOI2 SWINGING DOOR AND _ COORDINATE ALL ABOVE CEILING WORK TO ENSURE A COMPLETE AND OPERATIONAL SYSTEM AT NO ADDITIONAL COST TO renliieciura
° INSTALLATION OF NEW ALUMINUM STOREFRONT THE OWNER. COORDINATION SHALL INCLUDE, BUT NOT BE LIMITED TO THE FOLLOWING:
5 A, ONWNER'S EQUIPMENT REQUIREMENTS.
I PHASE FOUR B.  CEILING SUPPORT SYSTEM.
-NIOI RAMP AND NIO2 VESTIBULE WORK — C.  MECHANICAL DUCTWORK SYSTEM N >NL_ Dm zo_l_l_u_oz T_|>2mq zmo_l_ m_lmo ermZD
.nnu -NEW EXTERIOR STEPS AND REMAINDER OF CONCRETE SIDEWALKS D. LIGHTING FIXTURES ELECTRICAL WIRING AND CONDUIT SYSTEMS
—c -HANDRAILS HR-| AT THE STEPS AND HR-2 AT THE DRIVE E. PLUMBING AND PIPING SYSTEMS. >Z U ZO m
» -REMAINDER OF FREESTANDING LAMPPOSTS F.  COMMNICATIONS SYSTEMS. _ _H
o L ANDSCAPING - 20. AT THE COMPLETION OF DEMOLITION THE CONTRACTOR SHALL HAVE A SITE MEETING WITH THE ARCHITECT, AND ENGINEER TO
£ o S REVIEN AS BUILT CONDITIONS OF THE EXISTING STRUCTURE.
: E MEORTANT FHASHG NTES 2 (TR e Sl Pkl M o ol comcrn s wne o 8 A22 FLOOR/ SITE PLANS, DOOR AND WINDOW
° © = . PROVIDE A SECURE SFT TO 4FT HIGH CONSTRUCTION ORANSE SNOW 22. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING, STORING AND REINSTALLATION OF ALL OF THE OWNER'S EQUIPMENT AND
] FENCE AND STEEL POSTS WITH SIGNAGE AROUND ENTIRE PERIMETER FURNITURE, TO INCLUDE BOTH WALL MOUNTED ITEMS AND MOVABLE ITEMS. THIS COORDINATION OF OWNER'S ITEMS IS
= PHASE OF WORK. CONFIRM LOCATION WITH VA PROJECT MANAGER'S ’ L
© APPROVAL. -
£ 2 K0 iz o me e s s s o SCHEDULE AND NOTES, ROOM FINISH
= AND PROTECTED AT ALL TIMES DURING CONSTRUCTION WITH THE ’
S EXCEPTION OF PHASE TWO. PHASE TWO SHALL BEGIN AND BE
s - R D S R SCHEDULE, INTERIOR COLOR KEY AND
< 3. FIRE AND SAFETY EGRESS SHALL BE MAINTAINED AND SHALL ’
0p) REMAIN CLEAR AND UNOBSTRUCTED ALL TIMES DURING
T CONSTRUCTION DURING PHASE ONE, ACCESS SHALL BE MAINTAINED HAZARDOUS MATERIAL: zmA w_l_ \ m_lmA ) ermZU >ZU ZO TE m
< AT THE EXISTING VESTIBULE NIO2 SWINGING DOOR. DURING ALL
o OTHER PHASES, ACCESS SHALL BE MAINTAINED AT THE NEW SLIDING A. SEE OWNER FOR HAZARDOUS MATERIAL REPORT.
E - DogR . 9 A23 EXTERIOR ELEVATIONS, RAILING SECTIONS
o 4, CLEAR AND PROPER SIGNAGE SHALL BE POSTED TO ASSIST THE B. IF THE CONTRACTOR ENCOUNTERS MATERIAL THAT COULD BE . ,
o PUBLIC IN EGRESSING THROUGH ANY TEMPORARY ROUTES. THE HAZARDOUS, THE CONTRACTOR SHALL STOP WORK AND
o = SIGNAGE AND ROUTES SHALL BE REVIEAED AND APPROVED BY THE NOTIFY THE OWNER IMMEDIATELY FOR DIRECTION. >ZU Tm_nwO_O_l > mm0|_|_Ozm
o © VA PROJECT MANAGER WITH FIVE DAYS NOTICE.
| <
| 10 A24 SHELTER BUILDING SECTIONS
L
o M DESIEN CODES: .
= o —
o = NFPA 2012 LIFE SAFETY CODE
® ~ OCCUPANCY: EXISTING HEALTH CARE m —mO .H ﬂ. mOm—
[y
° 0 2012 INTERNATIONAL BUILDING CODE
_ Ll OCCUPANCY: INSTITUTIONAL
N CONSTRUCTION TYPE: TYPE IB - SPRINKLED
| 2-HR STRUCTURE
< 2.4R EXTERIOR HALLS 1 El1 PARTIAL ELECTRICAL FLOORPLAN
< 2-HR FLOOR
3 UNIFORM FEDERAL ACCESSIBILITY STANDARDS (UFAS) AND VA
- < I SUPPLEMENT, BARRIER FREE DESIEN
[o]
o 2 2010 AlA GUIDELINES FOR HEALTHCARE FACILITIES AND
o ¥ £ CONSTRUCTION
c (Vp)
° = j _ INTERNATIONAL MECHANICAL CODE
I .S l
—_
.nnv ..m INTERNATIONAL ENEREGY CONSERVATION CODE 636-|2-811 }_..._.mmz ATES:
£ Ll ASHRAE STANDARD 62.-2004 - VENTILATION FOR ACCEPTABLE
» 5 INDOOR AIR QUALITY CONTRACTOR TO PROVIDE THE FOLLONING BID ALTERNATES:
prer)
5 < APPLICABLE AMERICAN SOCIETY OF PLUMBING ENGINEERS (ASFE) ) ADD ALTERNATE ONE: PROVIDE COST FOR FOUR PERGOLA STRUCTURE COLUMN BASES: STONE, CMU, PRECAST
o ﬂ STANDARDS. CAP AND CONCRETE FOOTING, MODIFIED LAMPPOSTS AND ASSOCIATED WIRING. (BASE BID INCLUDES FOUR
® o o FREESTANDING LAMPPOSTS, ASSOCIATED WIRING AND 12" DIA. FOOTINGS,)
o £ APPLICABLE AMERICAN SOCIETY OF HEATING, REFRIGERATING,
== Z AND AIR-CONDITIONING ENGINEERS (ASHRAE) STANDARDS 2) ADD ALTERNATE TWO: PROVIDE COST FOR PERGOLA FRAMED STRUCTURE: WOOD FRAMING, CONNECTIONS,
5 GROUTED STEEL POSTS INTO PRECAST AND STAINING.
NATIONAL ELECTRICAL CODE
2 3) ADD ALTERNATE THREE: PROVIDE COST FOR WINDOW WELL RAILING 18" HEIGHT EXTENSION, FROM 42'AFF TO
S 6O"AFF. (BASE BID INCLUDES UPDATING EXISTING RAILING AND ADDING NEW RAILING EXTENSION UP TO 42"AFF.)
M
p 4) ADD ALTERNATE FOUR: PROVIDE COST FOR LANDSCAPING PLANTS, ROCK, CONCRETE EDGING AND PLANT
o S Signature and Date IRRIGATION. (BASE BID INCLUDES SOD AND SOD IRRIGATION,)
(@)
5 < _ Projects: 5) ADD ALTERNATE FIVE: PROVIDE COST TO PAINT WALLS, CEILING, COLUMNS AND DOORS OF RAMP NIOI. (BASE
o = | ] BID INCLUDES PAINTING VESTIBULE NIO2.)
7 Englheering:
o S | | EMS
o . 7 _
Il W | | Safety:
o S | Security: 636-12-817 ALLONANCE:
0 =~ .
= w " 7 Infectious CONTRACTOR TO PROVIDE THE FOLLOWING ALLOWANCE:
o — Control
2 < Inm Nursing: ) ALLOWNANCE ONE: CONTRACTOR SHALL PROVIDE A $3,000 ALLOWANCE FOR STRUCTURAL WORK REQUIRED AT
] > | ursing: EXISTING SHELTER NIO3, NOTED IN DRANWINES.
3 = | Logistics: -DESCRIPTION: THE STRUCTURAL WORK. REGUIRED IS UNKNOWN AND WILL REQUIRE CONTRACTOR
o = o TO REMOVE EXISTING DRYWALL TO EXPOSE EXISTING STRUCTURAL CONNECTIONS. AFTER DRYWALL
o | User 15 REMOVED AND EXISTING STRUCTURAL CONNECTIONS ARE EXPOSED, THE STRUCTURAL ENGINEER
o 5 User WILL PERFORM A SITE INVESTIGATION TO DETERMINE AND DEVELOP STRUCTURAL DESIGN DETAILS.
s - THE $3000 ALLOWANCE SHALL COVER THE STRUCTURAL WORK FOR THESE STRUCTURAL DESIGN
2 E | User DETAILS. THE REMOVAL AND REPLACEMENT OF THE EXISTING EYP.BD. SHALL NOT BE INCLUDED IN
35 T THE ALLOWANCE COST BUT SHALL BE INCLUDED IN THE BASE CONTRACT SUM.
fr— |
]
e
[o]
o < - - -
" = Drawing Title Project Title [Project Number .
2 ols © 2000t 1. im ki 26, | IMPORTANT CONTRACTOR'S e ARCHITECT/ENGINEERS: _COVER SHE 636-12-817 Office of
I ~ NOTE E&A Consulting Group, Inc VE ET SMOKING SHELTER SITTING AREA Construct
o These plans are specifically HITE ) . 330 North 117th Street _ B Namber
g S designed for construction = SN Calvin L. HINZ Architects, P.cC. Omaha, Nebraska 68154 GENERAL NOTES NWIHCS GRAND ISLAND Buldng onstruction
£ o by Calvin L. Hinz Architects |. ALL CONTRACTORS ARE RESPONSIBLE FOR REVIEHING 3705 North 200th Street Phone:402.895.4700 Fax: 402.895.3599 “KEY PLAN ONE and Facilities
£ = and are intended for no CALVIN L. * Elkhorn, Nebraska 68022
= 5 th P g ENTIRE SET OF DOCUMENTS TO DETERMINE THEIR FULL .2 N = =
g o< for use oF i docament” SCOPE OF NORK. CONTRAGTOR SHALL NOT B I / KRS Engineering -ALTERNATES Location Drawing Number Management
e = ARCHITECTS, P.C. 3 3
° _ in part or whole without ALLONED EXTRA COSTS DUE TO FAILURE TO REVIEW S _ A_lﬁm B oo Simeertng, L e 100 VAMC Grand lsland, NE
c %) written consent of Calvin ENTIRE SET OF DOCUMENTS. . . ! ’
) - : : . Shaffer and Stevens Structural Engineering engineering &' Omaha, Nebraska 68144 : 2
< O L. Hinz Architects is : oved: eclor Check:
2, hibited EipRSalilaebmtiiipdiivhdaiheitaing 9010 North 48th Street Phone:402.992.0100 Fax: 402.952.1001 Approvec: Project D CONSTRUCTION DOCUMENTS (CD-3) SUBMITTAL 100% Date ed  |[Drawn . DlepmrnnEnttel
o prohibited. OF THE PRINTED DOCUMENTS ARE DONE S0 AT THE AT INIED
& Omaha, Nebraska 68152 KEVIN HUTSELL JANUARY 9, 2013 JANUARY 9, 2013 CH R VelCranSTAIiES
° 2| [Revisions: Date CONTRACTORS RISK. Phone:402.455.7698 Fax: 402.456.7507 . ‘ Dwg 1 o i SLeramsTANAs
<
VA FORM 08-6231
1 2 3 4 5 6 | 7 | 8 | 9 |



